Dulux Satin Stay Bright is a water based premium quality enamel. It gives a finish that has the smoothness and stature of a soft sheen glow of satin. Unlike ordinary enamel paints, Dulux Satin Stay Bright comes in rich and bright colors with anti-yellowing properties. Dulux Satin Stay Bright is the perfect top coat for wooden and metallic surfaces.

PRODUCT FEATURES AND BENEFITS

Dulux Satin Stay Bright is formulated to provide unique properties to wooden and metallic surfaces:

- Unique Fade Proof Technology
- No ugly yellowing on white furniture
- Easy wipe-ability to keep dirt away
- Quick dry for easier application
- Low Odour and Low VOC

PRODUCT RELATED INFORMATION

Film Composition:

- Pigment: Light Fast Non-Lead/Chrome Pigments
- Binder: Dura-Tough Acrylic Co-Polymer Emulsion
- Solvent: Water

Color Range: As per the shade card (Over 4000 shades)

Gloss/Sheen Level: Soft satin like sheen

Flash Point: Non-Flash

Stability of Thinned Paint: Use within 24 hours after thinning and mixing with water

Dry Film Thickness (Theoretical): 60-70 microns at coverage of 100-120 sq.ft./litre

Theoretical Coverage: 100-120 sq.ft./litre for 2 coats (however, this may vary depending upon the surface nature and surface preparation)

Dilution: 20-25% with water by volume

Pack Size: Available in 1, 4 & 20 litres
Dulux satin

APPLICATION RELATED INFORMATION

Shake the paint well before use. Do not dilute beyond recommended dilution ratio. Please ensure proper surface preparation before the application as it may affect the final properties and finish of the paint. Dilute the paint as per recommended ratio. In case of wood and masonry surface, apply the first coat by brush, followed by leveling with a sponge roller. Allow to dry for at least 4-6 hrs. After complete drying of the first coat, apply the second coat and dry overnight. Follow the same dilution ratio for second coat. Normally two coats of paint are sufficient for complete opacity and desired finish. Dark base shades may require additional third coat for getting the desired opacity.

Application Tool:
- Dulux Satin Stay Bright can be applied by brush and roller.

Surface Preparation:
- Sand the surface with Emery paper 180, wipe and clean. Flame cutting and/or welding of the dry paint film will give rise to dust and/or hazardous fumes. Wet sanding should be used whenever possible. If exposure cannot be avoided by provision of local exhaust ventilation, suitable respiratory protective equipment should be used.
- Priming: Apply a coat of ICI Solvent based cement primer (34-0200) for wood, ICI Red oxide primer (34-0100) or ICI Solvent based cement primer (34-0200) for metal and ICI Water based cement primer (32-0168) for masonry surface.
- ‘Primer-Putty-Primer’ is a must to get the desired effect of topcoat on masonry surface and wood surface wherever required. Ensure drying for 6-8 hrs. for primer coat and 4-6 hrs. between each putty coat.
- Putty smoothing: Use ICI PolyPutty (33040087) or ready-to-use ICI Acrylic wall putty (33-0600). Apply a second coat of putty, only if necessary and allow it to dry for 4-6 hrs.
- Sand the putty surface with Emery Paper 180 to get a smooth finish.
- Wipe off loose particles.
- For metal, apply two coats of recommended primer.

Dilution:
- 20-25% with water by volume. Over dilution will affect the performance of the paint.

Drying Time:
- Touch Dry : 40 minutes
- Recoat : 6 hrs.

Drying time may vary according to the temperature and humidity. For instance, drying time will be significantly longer in cool and damp condition.

POST APPLICATION INSTRUCTIONS

For best performance of the paint, ensure proper washing and cleaning at regular intervals of six months.

PRECAUTIONS

- Avoid extreme temperatures.
- Do not apply on damp surface.
- Do not apply on rusted surface.
- Do not over thin.
- Use only Dulux Colorants.
- Stir thoroughly before use.
- Tinted paints need thorough shaking immediately after mixing as well as before application.
- Wear suitable eye protection while applying.
- Avoid inhalation of dust wearing a suitable dust pad while sanding and surface preparation.
- In case of contact with eyes rinse immediately with plenty of water and seek medical advice.
- In case of contact with skin, remove splashes from skin using soap and water or a recognized skin cleaner.
- In case of ingestion immediately seek medical advice.
- The product is designed to deliver best performance with the application condition of ≥ 10°C and < 80% humidity (which will be applicable for film curing time of 4-6 hrs, post application).

SAFETY, HEALTH AND ENVIRONMENTAL INFORMATION

- Keep out of reach of children and away from food, drink and animal feed.
- Use in well-ventilated areas.
- After contact with skin wash immediately with soap and water or a skin cleanser.
- Do not use solvent thinners or white spirits.
- In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.
- If swallowed seek medical advice immediately and show this container or label.
- Do not breathe vapor or spray.
- Do not pour leftover paint down the drains or in water courses.
- Contain spillage using sand or earth.
- Store container in an upright position, with lid tightly closed, in a cool and dry place.
- Lift with care – gross weight exceeds 10 kgs.
- Remove as much paint as possible from brushes and rollers before cleaning.
- Safety Data Sheet available for professional user on request.